




Rail Lifting Clamps
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type WLL clamping range dimensions weight order no.

t Rail Type mm W / H / D kg

AZ-M 2 S49, R50, S54, UIC60 130 x 321 x 75 5 50400161

type WLL clamping range dimensions weight order no.

t Rail Type mm W / H / D kg

AZ-R 2010 2,0 S49, R65, UIC54, UIC60 300 x 315 x 234 27 50400270

Rail Lifting Clamp AZ-Multirail
• Particularly narrow construction to allow the gripping of rails lying next 

to one another

• Light, robust clamp with protective cover and eye

• No contact of steel with the rail thanks to plastic lining

• Replaceable jaws

• Equipment easily locked into open or closed position

• Duplex corrosion protection

• Excellent for the positioning and stacking of rails

Further designs on request!

Roller Clamp AZ-R 
• Compact design

• With safety lock (mechanical)

• Four rollers on ball bearings

• Robust design

• High safety

• Long service life

ABZ lifting clamp
• Light, robust lifting clamp

• For transporting sheet metal and steel plates in the vertical position

• Can also be used for transporting steel constructions and profiles

• Sheet surface hardness up to 37 Rc

Load capacity A B C D E F G order no.

kg mm mm mm mm mm mm mm

1000 0-20 64 165 265 48 145 54 50400102

2000 0-25 75 205 330 68 180 56 50400103

5000 0-50 100 275 440 80 250 93 50400104

8000 0-45 115 350 590 84 300 98 50400105

12000 50-90 145 390 625 90 440 115 50400106

16000 60-100 155 410 690 100 490 115 50400107

Classic



Special Clamp for Grooved Rails AZ-V
• Robust design

• Pantograph principle

• Precise adaptation to rail type

type WLL clamping range dimensions weight order no.

t Rail Type mm W / H / D kg

AZ-V 2,0 Rillenschienen* 270 x 510 x 100 14 50400194

* Please state rail type when ordering!

Railhead Clamp AZ-S
• Easy handling

• Very robust design

• Particularly suitable for dismantling rails

Typ WLL clamping range dimensions weight order no.

t Rail Type mm W / H / D kg

AZ-S 6,5 S49, R50, S54, UIC60 290 x 340 x 135 14 50400160

Rail Lifting Clamps
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Rail Lifting Clamp AZ-SM
• Gentle lifting when dismantling rails

• Very robust design

• Easy Handling

• Safety catch

type WLL clamping range dimensions weight order no.

t Rail Type mm W / H / D kg

AZ-SM 6,5 S49, R50, S54, UIC60 335 x 145 x 160 12 50400155

Other variations: 

AZ-SJ AZ-AM AZ-SZ-2000 AZ-STS
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Multiple Rail Grip – AZ-MS-2006
• Safe lifting thanks to special mechanics

• Suitable for a range of rail types*

• Automatic locking

• Suitable for: R60-13, R59-10,R59-13

Crane Rail Clamp
• suitable for lifting and dragging rails

• simple operation

• turn able jaws are easy to change

• does not take hold of the head, is connected to the bar

• suitable for several crane rail types, e.g. A 120, A 100, A 75, A 65, A55*

*  In each case with jaw changes for several rail changes. 

Multiple Rail Grip – AZ-MS-2003
• Can be used as an individual clamp or with a lifting beam for long rails

• Simple operation

• Safety lock against opening

• Suitable for all commonly used rail types

• Can be used individually or with a lifting beam 

type WLL number of dimensions weight order no.

t rails mm W / H / D kg

AZ-MS 2003 4,0 * 4 670 x 820 x 510 170 50400196

* Maximum load per individual clamp! Example of an application:

NEW

Rail Lifting Clamps

type WLL dimensions weight order no.

t mm H / W / T kg

A 55 1,5 520 x 280 x 345 16 AZ 50400270

A 65 1,5 520 x 280 x 345 16 AZ 50400280

A 75 2,0 520 x 280 x 345 16 AZ 50400290

A 100 2,0 520 x 280 x 345 16 AZ 50400310

A 120 2,0 520 x 280 x 345 16 AZ 50400210

type WLL number of order no.

t rails

AZ-MS 2006 12,0 * 4 - 12 50400175

* Maximum load per individual clamp!

Please state rail type and number when ordering!



Lifting Beam
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Telescopic Lifting Beam AZ-TKT
• Adjusted by pulling out the telescopic jibs located on both jibs

• Securing of the adjusted length by a stop bolt 

• Lifting beam dimensions according to individual requirements

type WLL length

t

AZ-TKT 3 – 6 on request

Special Lifting Beam for Track Laying Crane
40-160 t
(Constructed according to customer requests)
• Robust welded construction / low dead weight

• Suspension of lifting beam for single or double crane hooks

• Lifting beam dimensions according to individual requirements

• Adjustable on notches

• Safe locking of the notched brackets 

including connection buckle

60 t Special Lifting Beam
• 1050 kg dead weight

• 3300 mm working length

• can be adjusted by both sides

Lifting Beam for Sleeper Laying
• Adjustable

• Lifting attachments for sleepers 

• Easy handling

• Robust design

• Suitable for the laying of wood sleepers, concrete sleepers and steel sleepers

Design types:

• non-isolated

• isolated

• fixed spacing / variable spacing

isolated up

1,000 Volt

for lifting attachments

refer to page 7

type WLL number of weight

t sleepers kg

5-fach 1,5 5 130

7-fach 3,0 7 300

9-fach 3,0 9 330

example

example



Lifting Straps and Lifting Chains
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The New Track Construction Lifting Straps  
According to EN 1392-1 with forged bracket
• NEW: DB-bracket, suitable transition to the high-strength chain 

suspension. With the new developed DB-bracket with forged recess

to protect the fabric of the strap.

• NEW: fabric sleeve including cut protection (woven inside fabric). 

High performance strands avoid the penetration of sharp edges 

into the supporting fabric.

• NEW: high wear resistant secomove-coating, double sided.

No movement of protection sleeve on sharp edge.

Type AZ 2000-FS2-DD AZ 4000-FS2-DD

Rated load capacity WLL t 2,0 4,0

Strap width mm 70 70

Strap thickness mm 25 35

Minimum lenght mm 1500 1500

Loop length mm 300 400

Loop width mm 30 50

Power protection sleeve 25 25

Further loading capacities on request! 

2,0

Special loading equipment for the transportation of sleepers (wood and concrete)

Design options according to:

Sleeper Laying Gear

Typ strands loading effective- hook hook / lifting lifting lifting

capacity t length mm attachment attachment attachment

SSLM 5 0,6 1950 VCGH-6 VCGH/AZ 001 Typ AZ 001 Typ AZ 002

Also available with shortener

Fig. 1 Fig. 2
type loading- order no.

capacity t

AZ 001 0,4 30106222

Lifting attachment for sleepers

type loading - order no.

capacity t

AZ 002 0,4 30106220

Schwellenschuh-K-Bau

example

Rail Lift Winches
• With lifting housing according to DIN 7355

• With safety crank  or safety ratchet crank 

• With large footplate, as shown.

• Low loading height

Track Adjustment Winch
• Robust design

• Low weight

• Self-locking pressure roller safety crank for tensile 

and compressive forces

lifting- lift lift / crank- crank- toothed- weight order no.

force comp. rack-

t mm turn N length mm kg

1,5 800–1450 14 25 1610 21 90503320

lifting constr. lift height of claws weight    order no. order no.

force height in lowest

t mm mm position mm kg (safety crank)(ratchet crank)

3,0 725 350 60 23 90503300 90503301

5,0 725 350 65 30 90503305 90503306

10,0 800 400 70 46 90503310 90503311

NEW
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